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CA R  PA R K I NG  L I F T 

W I TH  P EO P LE 

O N B OA R D

T O T A L -

M O V E 

3 0 L
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THE TOTALMOVE 

30  L  PLATFORM 
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THE PLATFORM 

removed using special maintenance tools, 



183

THIS  PHOTO 

SHOWS IN 

DETAIL  

the operator control panel on-board the 

the unit can be adapted to the national 

THE SHORT 

ENDS 

should move abruptly or risk bumping 

correctly positioned.
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THE PHOTO 

SHOWS HOW 

EASY 

it is to install the electric and hydraulic 

connections located in the pit under the 

DETAILS  OF 

HOW THE 

COLUMN  

anchors.
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A SYSTEM 

OPERATION OF 

column opposite the deceleration 

operating cam.

THE 

DECELERATION 
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THE 

MECHANICAL 

ASSEMBLY  
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THE SHOULDER 

OF  THE 

PLATFORM

connection block engages so that it rests on 

position, preventing the continuous stress the 

any movement as the vehicle drives on, 

THE P ISTON

that mechanically locks the unit to the 

position.
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SHOWS THE 

COLUMN WITH 

THE L IFT 

CYL INDER 

THE HEAD 

P IN ION 

on the torsion bar has a notched ring 

the racks.
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THE UNIT 

has a torsion bar system that engages 

columns.

This system makes it possible to distribute 

vehicles.

THE V IEW OF 

THE PLATFORM 

DETAIL  OF  THE 

FRONT 
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T O T A L M O V E 
T O T A L M O V E  3 0  L
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T O T A L M O V E 
T O T A L M O V E  4 0  L
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STANDARD OPTIONAL

Capacity
Standard 

Minimum 
Platform

Standard 
Platform Platform

Pit Power Speed
Power 
supply

Standard 
Notes

TOTAL-

MOVE

3.000 kg.
4.000 

mm

16.000 

mm

2.000x4.000

mm

2.865x5.200

mm

3.000x6.000 

mm

250

mm

0,06 

m/s
400 v / 50 hz 3.700 kg.

6.608 

lbs

157,5

inch

629,9

inch

78,7x157,5

inch

112,8x204,7

inch

118,1x236,2

inch

9,8

inch

5,5/10,2 

hp

2,4

inch/s
400 v / 50 hz 8150 lbs

TOTAL-

MOVE

4.000 kg.
4.000 

mm

13.500 

mm

2.000x4.000

mm

2.865x5.200

mm

3.000x5.600 

mm

390

mm

0,09

m/s
400 v / 50 hz 4.200 kg.

8.811 lbs
157,5

inch

531,5

inch

78,7x157,5

inch

112,8x204,7

inch

118,1x236,2

inch

15,4

inch
10,2 hp

3,5

inch/s
400 v / 50 hz 9251 lbs

A C C E S S O R I E S

DESCRIPTION
TOTAL
MOVE 

TOTAL
MOVE Notes

Nr. 1 torsion bar

Push button board design style 

 

remote alarm dialer 

Nr. 1 Electrical panel board

Nr. 2  electro - magnetic sensors

Standard height up to 4 mt.  

2 stops  

level locking mechanical devices  

Nylon Package  

 

Upper travel at 11 mt.  
acceptance from OMER

acceptance from OMER

Reverse guides  
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DESCRIPTION
TOTAL
MOVE 

TOTAL
MOVE Notes

Push button board in stainless steel  

Electro mechanical lock  

Remote control each receiver

remote control each transmitter 

Flashing light  

Siren

 On request 

Hand pump kit  

 

 On request 

Non standard colour*  

 On request 

tooth rack on pallet  

Protection columns on pallet  


